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Switching frequency of the inverter
Short-term overcurrent capacity : 50% In
Thermal class : F
Protection class : IP00
Extent of operating temperature : -10°C + 40°C

Conductor
Nominal Inductance Power cross

Type current ±20% loss Weight section
[A] [mH] [W] [kg] [mm 2] A B C D E X

length height width pitch pitch mounting

SKYTLT840-0,08 840 0,08 230 84 500x16,5x2 350 455 420 310 240 13x10
SKYTLT1160-0,06 1160 0,06 280 109 800x16x2 350 455 420 310 240 13x10
SKYTLT1450-0,05 1450 0,05 340 113 1000x16x2 350 455 420 310 240 13x10

Dimensional drawing : SKYTLT840-0,08 - SKYTLT1450-0,05

Use:

When wiring it must be adhered short-circuit protection given on the label.

basic dimensions  [mm]

SFr to 3kHz

Description:

TECHNICAL PARAMETERS:

Nominal operating voltage
Extent of operating frequencies fn (for In) 

SKYTLT1160-0,06

Extent of operating currents 
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Single-phase 9% chokes for currents to 1500A

Un: 500 Vac
Fn: 50-60 Hz
In: 3-1500A

U Mototechny 107
251 62 Tehovec
Czech Republic

A choke consists of a conductor which is wound on the core. Magnetic circuit is formed by magnetic material and air gap.
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